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DESCRIPTION
The CLIP SYSTEMS BCS-200AM is a new, fully automatic double clipper that can be mechanically connected 
to any filler. The automatic clipper has been specially designed for all types of casing in a calibre range from 
25 to 100 mm (0.98 - 3.94 inches). The ideal machine for small, medium and large-scale trades as well as 
industrial companies that manufacture small and medium-sized products.

CONTACT & SERVICE
Our sales team  
is available at:

T +49 8638 957 100
sales.int@beck-clipsystems.com

www.beck-clipsystems.com

TOOL FEATURES
• Touch panel for configuration
• With mobile, height-adjustable undercarriage
• Automatic filling, clipping and cutting
• Precise portioning

FULL-AUTOMATIC 
DOUBLE CLIPPER 
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BCS-200AM

OPTIONAL EXTRAS
• Automatic string feeder set
• Autoamitc loop feeder
• Additional sets of stuffing tubes from 18 to 45 mm
• Also available in XL/XXL version
• Spool clip system
• Tray‘s metal safety cover

Changes and errors excepted. All rights reserved.

VERSION
10/2023 EN

HIGHLIGHTS
• Touchscreen control
• Smooth removal
• Casing-end sensor
• Tray with rollers

TOOL CHARACTERISTICS

Height Width Length Weight

1700 mm 1200 mm 800 mm 115 kg

Clip Capacity
4500 - 6500 Clips on spools

Caliber
25 - 100 mm

Operating Presure
max. 6 bar | max. 90 psi

Air Consumption per Stroke
10l Performance at 58 psi / 4 bar

BECK CLIPS

BCS-200AM

XE-CAA, XE-CBA, XE-CCA, XE-CDA, XE-CEA

Our clip machines are compatible both with 
BECK aluminium clips and third-party clips. 
We’d be glad to advise you!

FULL-AUTOMATIC DOUBLE CLIPPER


